
AD Wings, s.r.o., Vlčie Hrdlo 64, Bratislava, Slovensko



CMS2000



• určená pre rotačné zariadenia
• Nepotrebuje preplach
• Neničí hriadeľ alebo púzdro
• Prakticky nulový priesak
• Dostupná v bielej a čiernej farbe /

verzia FP   má aj certifikát pre 
potravinárstvo

• Pre inštaláciu nie je potrebné
rozoberanie čerpadla

CMS 2000 – vstrekovacie upchávky

Prezentujúci
Poznámky prezentácie
CMS - 2000 is an injectable packing sealant compound manufactured from a formable composite material.  This feature eliminates the necessity to stock individual cross sections of packing, as CMS - 2000 is every cross section.CMS - 2000 is designed to work in all pump applications, especially applications which are currently using a lantern ring for flushing.  With CMS - 2000, you can eliminate your existing flushing system.CMS - 2000 cannot wear shaft sleeves and functions on worn or pitted sleeves.  This feature eliminates future replacement or purchase of expensive shaft sleeves.CMS - 2000 provides virtually zero leakage ( 0-20 drops per minute ) in rotary applications.CMS - 2000 is white in color and non-staining.  Perfect for applications in the Paper Industry.CMS - 2000 is injected directly into the stuffing box through the lantern ring port and additional material can be added at any time while the pump is running.  There is no need to shut the pump down to re-inject.



CMS Online Injector

Vstrekovací systém montovaný priamo na 
upchávkovú komoru zjednodušuje údržbu, 
čerpadlo nie je potrebné. 

Technické údaje
Materiál 304SS

Vnútorný priemer 6.5 mm až 25,4 mm (1/4” po 1”)

Tlak 14 bar g Objednávací kód 329880

CMS náplne 29 kartuší (Objednávací kód 004543)
14 kartuší (Objednávací kód 004559)

• Manuálna prevádzka
• Montuje sa na upchávkovú komoru
• Nie je potrebná vstrekovacia pumpa
• Veľmi zjednodušuje údržbu



CMS Online Injector



Pri upchávkovej šnúre vzniká trenie na povrchu puzdra/hriadeľa

Pri upchávke CMS 2000 sa trenie prenesie do vnútra hmoty
Upchávka teda neodiera hriadeľ a funguje aj na zodratých puzdrách

Prezentujúci
Poznámky prezentácie
In packed pumps using standard packing designs, the rotating shaft  contacts the stationary packing rings.  The friction point is on the surface of the shaft. This friction generates considerable frictional heat.  The primary function of leakage is cooling, to get rid of frictional heat.  The higher the coefficient of friction of the packing, the more heat generated and the more leakage required.  CMS - 2000 functions in a unique way to significantly reduce frictional heat.  Upon start up, the rotating shaft does generate frictional heat.  This frictional heat softens the CMS - 2000 closest to the rotating shaft. At some point, this thin layer of material brakes free from the packing material and rotates with the shaft ( Laminar Shear ).  From that point on the friction point is in the packing material itself.  This unique feature significantly reduces the frictional heat generated allowing considerably lower leakage cooling requirements.  In addition the only leak path available to the medium is through the CMS - 2000, not around it.  Because of the difficulty of the leakage passing through the CMS - 2000, leakage levels are extremely low.  Typical leakage levels of Zero to 20 drops per minute can be expected in most applications.



• Max. rýchlosť hriadeľa - 10 m/s
• Max. teplota - 200 °C
• Rozsah pH - 2 -12
• Maximálny tlak - 7 bar

Montáž a prevádzkové podmienky

90



Vhodné sú koncové šnúry s pevným výpletom, aby sa hmota pri vysokom tlaku 
nepretláčala cez šnúru

CMS2000 koncové šnúry

Style 412W  Style 1727  Style 1830SSP



1760 grafitová upchávka

Priemer energie = 658 W
Priemer priesaku = 2.8 ml/min.
Priemer teploty = 69 C

CMS 2000

Priemer energie = 393 W
Priemer priesaku = 1 ml/min.
Priemer teploty = 35 C  

64% nižšie úkapy a o 40% nižšia spotreba energie



CMS2000 a CMS2000 FP (Food Procesing) pre potravinárstvo

 Pre čerpadlá, miešadlá, autoklávy, konšovačky

 Funguje aj na poškodených puzdrách

 Registrované U.S CFR od 21, (FDA)

 Beží prakticky nasucho

 Nie je potrebné uťahovať



Pre viac informácií klikni na www.adwings.sk

http://www.adwings.sk/
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